FOUNDATION WALL
END CAP
(NO SCREW CAPS)

/7FINISH GRADE

S ———— P

\— METAL CAP

(GENCO 6" CLEANOUT IN PAVED AREAS)

6’ MINIMUM

6" P.V.C. TO GRADE
—~—45 DEGREE BEND

6" NIPPLES
4” SCHEDULE 40

6” P.V.C TO MAIN

4" x 6" FERNCOJ 6" WYE
COUPLING

10’ |

SEWER SERVICE LINES CLEANOUT & FITTINGS

NOT TO SCALE

NOTE:

GREEN TRACER TAPE MARKED
"CAUTION_SEWER LINE BELOW”
MUST BE PLACED IN THE
SEWER SERVICE TRENCH FROM
THE MUNICIPAL MAIN TO EACH
RESIDENCE 16" BELOW FINISH
GRADE.

6” OF 1/2” TO 3/4”
STONE
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GENECO COVER IN
PAVED AREAS

TOWN OF NATICK, MASSACHUSETTS

DEPARTMENT OF PUBLIC WORKS — ENGINEERING DIVISION
75 WEST STREET NATICK, MA 01760

DETAIL SHEET — SEWER

Detail Name: Date Last Updated:

SEWER CONNECTION CLEANOUT OCTOBER 17, 2005




